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EXAMPLES



105mm howitzer
Unknown shots
Barrel cleaned manually

Barrel was cleaned by using only Milfoam Bore cleaning 
foam. De-coppering was successful, but the barrel would 
need some mechanical cleaning to take all of the old powder 
residues and make the de-coppering again.
This shows very well the different layers of residues
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105 M60 tank
Barrel information unknown

Cleaning time 1hrs
Example of residue layering



120mm smooth bore gun barrel / BEFORE

• The most common maintenance problems:
- Heavy teflon/plastic residues (due to the tightening ring on the ammunition)

and powder residues after only a few shots
- Teflon is not easy to take off with manually brushing
- Teflon is covering some powder residues
- Chrome cracks will appear and collect powder residues

• Condition of the 120mm Gun Barrel
(94 rounds shot)fore cleaning

- Barrel had a huge amount of teflon 
residues

- Powder residues not so strong
- Some chrome cracks suspected



120mm smooth bore / AFTER
• Cleaning Operation

- First sequence 2 hours, second sequence overnight
- Foaming time 3 minutes, 30 times brushing, soft nylon brush
- 30 minutes brushing with hard nylon brush and 10 times cleaning with steel brush

• Result 

- The powder residues was removed
- Most of the teflon was removed
- Stripes of teflon residues still

visible

Comment: The teflon residue is 
possible to clean out of the Ariete barrel
by regurarly using the Milfoam system, 
with a three hour program and frequent
brushing with a stiff brush. 



127mm 54 cal Naval gun
The barrel has not been in service for several years
Lot of rust and corrosion
Unknown shots



155mm 
725 shots
De-coppering never done
Many residue layers

Cleaning time 2hrs
Result: First 2 layers has been taken off
Barrel would need new cleaning
Regular cleaning would keep barrel
in satisfying condition



155mm / 52 Cal 09/10/2003
New barrel, 10 shots Full charge (13kg powder) 5 rounds,
4th charge (10kg powder) 3 rounds, Overfull charge (16,5kg powder) 2 rounds.

Manually cleaned, 3 hrs Foamer, 2.45hrs



155mm / M-109
Barrel information unknown
- heavy rust residues
- Cleaning time 3 hours
Barrel has been rusted long time.

Before After


